Title: ANALYSIS OF DOWNSCATTERED NEUTRON IMAGES FROM THE NATIONAL IGNITION FACILITY

Author(s): Nevzat Guler, Gary P Grim, Frank E Merrill, George L Morgan, Douglas C. Wilson, Steven H Batha, Chris R Danly, David N Fittinghoff, Eric N Loomis, Petr L Volegov, Carl H Wilde, Mark D Wilke,

Intended for: Inertial Fusion Sciences and Applications, September 12-16 2011, Bordeaux-Lac, France

Los Alamos National Laboratory, an affirmative action/equal opportunity employer, is operated by the Los Alamos National Security, LLC for the National Nuclear Security Administration of the U.S. Department of Energy under contract DE-AC52-06NA25396. By acceptance of this article, the publisher recognizes that the U.S. Government retains a nonexclusive, royalty-free license to publish or reproduce the published form of this contribution, or to allow others to do so, for U.S. Government purposes. Los Alamos National Laboratory requests that the publisher identify this article as work performed under the auspices of the U.S. Department of Energy. Los Alamos National Laboratory strongly supports academic freedom and a researcher's right to publish; as an institution, however, the Laboratory does not endorse the viewpoint of a publication or guarantee its technical correctness.
ANALYSIS OF DOWNSCATTERED NEUTRON IMAGES FROM THE NATIONAL IGNITION FACILITY

Nevzat Guler¹, Gary P Grim¹, Frank E Merrill¹, George L Morgan¹, Douglas C. Wilson¹, Steven H Batha, Chris R Danly¹, David N Fittinghoff², Eric N Loomis¹, Petr L Volegov¹, Carl H Wilde¹, Mark D Wilke¹

¹Los Alamos National Laboratory, Los Alamos, NM, USA
²Lawrence Livermore National Laboratory, Livermore, CA, USA

Controlling fuel compression is one of the key elements for accomplishing ignition in inertial confinement fusion (ICF) experiments. Thus, cold fuel areal density measurements are one of the primary analysis topics in these experiments. By using two camera systems, gated with adjustable timings, the neutron imaging system at the National Ignition Facility (NIF), Lawrence Livermore National Laboratory, Livermore, CA, can image the primary neutrons and pre-selected fraction of the down-scattered neutrons from ICF implosions. We will present reconstructed intensity profiles of the hot fusion core and the cold fuel region surrounding it, as well as the inferred downscattered ratio of the neutron yields from these regions, and the status of studies to relate these ratios to the cold fuel areal density.

This work was performed for the U.S. Department of Energy, National Nuclear Security Administration and by the National Ignition Campaign partners; Lawrence Livermore National Laboratory (LLNL), University of Rochester - Laboratory for Laser Energetics (LLNL), General Atomics (GA), Los Alamos National Laboratory (LANL), Sandia National Laboratory (SNL). Other contributors include Lawrence Berkeley National Laboratory (LBNL), Massachusetts Institute of Technology (MIT), Atomic Weapons Establishment (AWE), England, and Commissariat à l'Energie Atomique (CEA), France. Prepared by LANL under Contract DE-AC-52-06-NA25396. Prepared by LLNL under Contract DE-AC52-07NA27344